
”JP“ PVC floorings
JP INDUSTRIAL / JP BUSINESS

Industrial / Trade

Your partner in PVC floorings



2 Jäger.. Your partner in PVC floorings

Introducing ”JP“ PVC floor tiles

We would like to introduce you to a first-class system of interlocking PVC 
floor tiles. These tiles are manufactured in injection molds in homoge-
nous designs. The JP system can be installed on old and new surfaces 
of varying quality.

The choice of carefully selected materials allows homogenous tiles to 
exhibit high resistance to wear and chemicals and have long-term stabil-
ity. They are used to create a wear layer for the floor that can take high 
operational loads and offer superior abrasion resistance, can withstand 
impacts and seepage of liquids (oils, solvents, and more).

The aesthetically sophisticated JP BUSINESS tiles are designed for 
commercial, residential and civic spaces, where they stand out for their 
resistance, ease of maintenance and safety for walking on.

Product lines

HOMOGENEOUS TILES

JP INDUSTRIAL

orange peel design 
transition / corner: type A, type B, type C, type D

JP BUSINESS

structured design 
transition / corner: type A, type B, type C, type D

Installing a new floor

Temperatur conditions and adjustments 
to the original substrate

Temperature conditions
Do not install the tiles immediately after delivery. The flooring must be 
allowed to acclimatize for at least 48 hours prior to installation at an 
ambient room temperature of 18 – 26 °C. The higher the temperature, 
the faster the tiles will acclimatize. The tiles must be unloaded from the 
pallets and laid out in the room where they will be installed. In order to 
speed up the process of acclimatization, lay out the tiles in small groups, 
e. g. in bundles of 10 tiles each.

Ensure that the temperature of the substrate does not fall below 15 °C. 
The working temperature during installation, and 24 hours after it is 
complete, must be constant and within the range of 18 – 26 °C to avoid 
any situations where the temperature could change the dimensions of 
individual parts of the floor covering.

For installations where temperature deviates from the normal, the 
movement of the floor needs to be expected and so a gap of at least 
5 mm needs to be left between the tiles and any fixed point (e. g. the wall).

If the installation must take place at a temperature below 15 °C, leave 
a larger expansion gap (joint) between the tiles and any fixed point (e. g. 
the wall). In the event installation is necessary where the temperature 
falls below 0 °C, contact the sales department of the manufacturer.

Modifying the original substrate
A prerequisite for ensuring the lasting quality of PVC flooring is a flaw-
less substrate constructed according to the recommendations of prevail-
ing national or European standards. The surface must be flat, smooth, 
without any cracks or dust, adequately firm, clean and dry. Greasy stains 
and other impurities must be removed. We recommend correcting and 
leveling out any bumps, cracks, structural joints and uneven patches.

JP tiles can be placed on virtually any hard surface that is smooth and 
levelled. Therefore, remove any uneven points from the floor. Level out 
any unevenness and cracks or fill in any holes with a floor screed or grout.

 Recommendations
In case other constructions activities continue, protect your newly 
installed floor with a suitable protective cover. Limit the risk of acciden-
tal damage.

Installation method

JP FlOORING SYSTEM SERIES
INDUSTRIAL, BUSINESS

After modifying the original substrate, lay out the tiles of JP INDUS-
TRIAL, BUSINESS on the floor, put them in their place and make sure 
the gaps are in a single line. It is necessary for the tiles to retain a 
right-angle position. Lightly snap the tiles together with a rubber ham-
mer and a ca. 20 x 15 x 2 cm (L x W x H) thick wood plate. Start in a corner 
and proceed outwards to the edge of the tiles.

After you start laying the tiles, leave a gap of 20 cm between the wall 
and the first tiles. Lay the tiles with the hidden lock facing the wall. Lay 
the tiles from right to left, always with the hidden side of the locks on 
the open side. Install an entire line at one time; after it is complete start 
with the next line. Make sure to keep the gaps in one line and the tiles at 
right angles to each other.

Once you have all the tiles laid out, let the floor settle before you start 
measuring and making final cuts and additions to the perimeter tiles. 
When cutting perimeter tiles, make sure to keep a gap of 5 mm from any 
fixed point (e. g. around columns, shelves and walls). This gap can be 
grouted with a flexible sealant or covered with molding.

We recommend you follow the above installation method to make the 
installation easier of the floor transitions that finish off the JP INDUS-
TRIAL and BUSINESS tiles.

When installing a new floor that includes floor transitions, start with 
these transitions and then continue according to the above principle. 
For example on how to use individual transitions, look at the illustrative 
image.
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Cutting perimeter tiles

After cutting the piece, it is necessary to have the cut side facing the 
wall with an expansion gap of approximately 5 mm remaining to the wall. 
Keep this gap for all objects or connecting structures you pass around 
(e. g. heating, different floor coverings). Afterwards cover the gaps with 
skirting boards or fill them in with a flexible grout.

You can easily cut ”JP“ PVC tiles with a saw or knife. Don’t exert force 
on the tiles, just connect them and gently tap them with a hammer. For 
easy, straight and above all quick cuts of individual tiles we recommend 
using a cutter / guillotine, for example, CUTINATOR PF 630.

Before making difficult and complicated cuts, create a template.
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 Important

• The cut tiles, closest to the wall, must be more than 10 cm wide.
•  For doors and nooks and crannies, the surface for the cut tile must be 

greater than half of the original whole tile.

Gluing tiles

”JP“ PVC tiles can be placed on any hard surface. Under normal circum-
stances, there is no need to glue the tiles to the substrate. The exception 
is any place where the floor is subject to large temperature fluctuations 
(especially direct sunlight) or where the floor is exposed to moisture and 
water over a long period of time. In these places, we recommend gluing 
the tiles.

The size of the area for gluing in one operation depends on the condi-
tions of the site, such as the relative humidity, temperature and airflow 
that affect the gelling action in the adhesive and likewise the complexity 
of the pattern.

Adhesive manufacturers give a working time for the glue and this 
time must be taken into account.  

For gluing tiles in areas with heavy loads, we recommend the adhe-
sive MAPEI Adesilex G19.

For areas with normal loads, we recommend a general dispersion or 
solvent-based adhesive good for gluing PVC flooring.

See the instructions of the adhesive manufacturer for the suitability, 
application and conditions of use.

When to glue the floor?

Direct sunlight
We recommend gluing tiles in places that are exposed to direct sunlight. 
These are mostly glazed parts of the room, the doors of loading spaces 
facing south, skylights, etc. Tiles exposed to direct sunlight can very eas-
ily absorb heat and expand quicker than the rest of the floor.

In case of big temperatures changes, we recommend you to use glue. 

 Warning: Tiles made from recycled material are more expansive than 
tiles from primary raw materials.

Heavy trucks and areas under great stress
Some forklifts and pallet trucks can disrupt the durability of ”JP“ PVC 
floor tiles in the locks. These include heavy trucks with small wheels, 
especially electric heavy-duty trucks, where the battery is located above 
the main drive axle.

If you use this type of truck, we recommend testing these tiles first 
with it before you make a decision about which type of tile to use.

The recommended maximum loads for a floating installation without 
gluing:
•  Four-wheeled forklifts with rubber tires that can carry loads up to 

1500 kg.
•  Three-wheeled forklifts with rubber tires with a double rear wheel that 

can carry loads up to 1000 kg.
• Pallet trucks with a total weight including cargo not exceeding 1000 kg.

 Note: For uneven surfaces and / or use of tiles made of recycled mate-
rial, the maximum load can be reduced.

External heat sources and catalysts
Ovens, furnaces and catalyzers can strongly heat up the floor and cause 
the tiles to expand. To avoid this from happening, the tiles in any heat 
generating space need to be glued. Whether it be in front of your oven 
or where you park your car and the catalyzer will be running, or another 
source of heat.

Warranty

Jäger-Plastik provides the following warranty, which is subject to the 
terms and conditions herein, for all interlocking PVC floor tiles for a 
period of one (1) year from the date of shipment or for a period accord-
ing to the prevailing laws of the country of delivery if a longer period is 
required.

Jäger-Plastik will replace all defective products free of charge if the 
defect is discovered prior to installation. If the customer believes that 
the defect in the product occurred after installation, this matter should 
be reported immediately to Jäger-Plastik and an inspection of the prod-
uct permitted. If after the inspection Jäger-Plastik acknowledges that the 
product is defective and it does not relate to the restrictions contained 
in this warranty, the defective product will be replaced with the delivery 
of a flawless product.

Jäger-Plastik guarantees the wear resistance of its JP INDUS-
TRIAL, BUSINESS (PVC floor tiles) for a period of three (3) years 
from the date of manufacture in the case of grey and black colors 
with the exception of products made from recycled material.

Should the owner not be satisfied with the wear resistance, they must 
notify Jäger-Plastik and allow an inspection of the floor to be carried 
out. Should the wear layer of the original floor become worn and the 
floor was installed and maintained properly, Jäger-Plastik will replace 
the worn tiles with the delivery of new ones. The change of tiles may be 
subject to a customer fee that reflects the difference in the depreciation 
of the new and old tiles.

To ensure the customer’s right to a replacement of tiles under this 
warranty, they must notify Jäger-Plastik in writing about any claimed 
defect immediately after discovering it, but no later than 90 days after 
discovering the defect. This notification should be sent to the compa-
ny’s address: Jäger-Plastik GmbH & Co. KG, Im Auel 40, 51766 Engels-
kirchen, Germany.
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These warranties do not apply to the following

• The exact hue, color, and consistency.
•  Tears, burns, cuts and damage caused by improper installation, sharp 

wheels, or the incorrect or gross use of cleaning agents or mainte-
nance methods.

•  The costs of the delivery and installation of the original and / or repla-
ced material.

•  Problems caused by moisture, hydrostatic pressure, or alkali substan-
ces in the basic layer of the floor.

•  Problems caused by use, maintenance and installation, which do not 
adhere to the specifications issued by Jäger-Plastik, its recommenda-
tions or instructions.

Material installed with obvious defects.
•  Installation with adhesives other than those recommended by Jäger-

Plastik.
•  Fading or lightening due to the excessive penetration of sunlight and 

exposure of ultraviolet radiation from direct sunlight or sunlight pas-
sing through glass.

• Written exclusion of the company warranty.
• Direct or implied promises made by a salesperson or representative.

These warranties replace all other warranties, expressed or implied. 
Jäger-Plastik is not liable for any incidental or subsequent damage that 
can cause a defect. An extended warranty must be confirmed in writing 
by Jäger-Plastik. Jäger-Plastik is not liable for damages resulting from a 
failure to observe the instructions and recommendations of the manu-
facturer.

This manual has been prepared as a guide only. This information is 
provided in good faith, but without guarantee, since conditions on site 
can differ and Jäger-Plastik can in no way influence them.

Jäger-Plastik accepts no liability for any of the recommended prod-
ucts if they fail in conjunction with any of their products. Having the 
proper knowledge of whether the products used are suitable for the 
given application is the responsibility of the manufacturer (of cleaning 
agents, adhesives, leveling compounds, etc.) and floor installer, not the 
floor manufacturer.

 Note: Unless noted otherwise, the procedures, recommendations and warranties here apply for all types of JP tiles.



JP INDUSTRIAL / JP BUSINESS 5

Advice and Warnings

In order to ensure your satisfaction with the final floor, eliminate 
unwanted risks and make the installation go without needless problems, 
we have prepared a list of recommendations and warnings for you. 

You will appreciate them whether you are dealing with interior / exte-
rior versions or their actual installation and maintenance. 

”JP“ PVC floor tile systems are the fast way to a new floor.

 1.  Some tires and wheels can leave stains on tiles over time. This is due 
to the chemical reaction that occurs between the antioxidant used in 
some rubbers and the plasticizer used in vinyl. This stain / reaction 
is brown in color and so is not as visible on certain colors of tiles 
(dark gray, black, etc.). We recommend that you consider using a 
two-component polyurethane sealant to protect against coloring 
and stains (such as Dr. Schutz®). Floors can become stained from 
tires, hair dyes and other aggressive chemicals. Please contact us 
and we will provide you with more information.

 2.  In order to ensure the better appearance, cleanability and durabil-
ity of your floor, we recommend you use the products and cleaning 
agents available from Dr. Schutz®.

 3.  The substrate must meet the requirements of local standards for 
the installation of PVC floors.

 4.  Floorings are designed for the interior. Gluing them must not take 
place in areas that are not sufficiently insulated against bottom 
moisture. Avoid introducing any dampness to a substrate (e. g. wet 
shoes, spilling a bucket of water) ready for installation. 

 5.  Do not expose the floor to the effects of water for at least 24 hours 
or an environment with long-term relative humidity in excess of 
75 %. The conditions for using such a floor: air temperature + 10 °C 
to + 35 °C, relative humidity (50 + / - 10 %). 

 6.  Avoid moving objects on the floor surface that have sharp edges 
made of materials with a hardness greater than PVC. Pebbles, 
grains of sand, the edges of furniture legs and claws of pets can 
damage the surface with scratches. Add protective feet to objects 
with sharp angles or corners. Do not move pallets without lifting 
them. Avoid scratching the floor.

 7.  For rolling chairs, use wheel type ”W“ – soft plastic on a hard core, 
or a protective PET pad designed for under mobile furniture. Fit the 
legs of furniture with protective soft plastic gliders, material pads, 
etc., and regularly check that they are working.

 8.  Hot and smoldering objects leave indelible changes in color and 
structure. Products made from dark and dyed rubber (rubber wheels, 
mats for appliances, soles, etc.) may, after prolonged contact with 
the floor, cause permanent changes in the color of the wear layer, 
which will show up as yellowing, browning or blackening of the floor 
surface at the point of contact. 

 9.  Tiles are not recommended for outdoor use as their colors are not 
UV stable. Direct ultraviolet radiation within the C spectrum (e. g. 
germicidal lamps, direct solar radiation) gradually degrade the sur-
face and change the color of the floor permanently. 

 10.  Complying with preventive measures like using adequately sized 
and cleaned zones and using the right resources for treatment and 
maintenance contribute significantly to the quality and life of the 
floor.

 11.  Hot-air welding with welding tips or cold welding is recommended 
in case a perfect connection and seal between the tiles is needed. 
In the case of using adhesives, we can weld a floor and put it into 
operation only after it is cured. 

 12.  Unfortunately we are unable to guarantee the 100 % consistency of 
the color, especially between individual product batches. The instal-
lation has to be adapted when using various batches.

 13.  These tiles were designed to provide exceptional durability and be 
easily installed. We have achieved this using a unique locking design 
and manufacturing method. The results of this method can be seen 
in the visible traces of injection on the tiles flowing from the center 
outwards to the edge. These traces are unavoidable. 

 14.  In spite of the fact that these tiles have a unique moisture drainage 
system that prevents water from accumulating, the possibility of 
moisture appearing in the gaps between the squares must be reck-
oned with and this information needs to be included in the building 
specifications. 

 15.  Before application, please check the website www.jaeger-plastik.de 
to see if you have the current technical documentation. 

 16.  For better bonding of the locks in the corners of connected tiles, we 
advise you to rotate the next tile 90 degrees to the previous one. 
The logo displayed on the bottom of the tile will aid in this. Maintain 
this procedure throughout the installation process.

 17.  For more detailed information about maintenance, see the docu-
ment entitled ”Cleaning, Maintenance and Disinfection“.
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Technical Parameters of ”JP“ PVC floor tiles

Detailed information about the product and its variants can be found in the catalog or on the website: www.jaeger-plastik.de

STANDARD ”JP“ PVC FLOOR TILES

Series
JP  

INDUSTRIAL
JP  

BUSINESS

Product numbers n. d. n. d.

Area of application
Industry, high-load storage,  

garages, workshops
Commercial, residential  
and exhibition spaces

External size of the tiles 500 × 500 mm

Type homogenous tiles

Weight (+/- 10 %)* 9,64 kg

Wear adjustment PVC

Surface orange peel structured

Surface layer PVC

Thickness 7 mm

Reaction to fire* EN 13501-1 Bfl -s1 –

Anti-slip*
DIN EN 
51130

R10 –

Colors More information at www.jaeger-plastik.de

Number per 1 m2 4

* cannot be guaranteed for tiles made from recycled material

For the JP INDUSTRIAL and BUSINESS series, the 
 features of transitions and corners correspond to those 
types of tiles. They differ only in dimensions.
If you plan to use transitions and corners for the  
JP INDUSTRIAL and BUSINESS series, observe the 
 diagram with the recommended method of installation. 
The final choice of the type of corner and transition 
depends on the direction of installation.
For the various options of color and type of tread,  
see the website www.jaeger-plastik.de. 
For more information, contact your dealer. 

JP

INDUSTRIAL
50,0 × 50,0 × 0,7 cm

BUSINESS
50,0 × 50,0 × 0,7 cm

A B

DA

B

C DC

Corner
JP INDUSTRIAL /
JP BUSINESS
17,0 × 17,0 × 0,7 cm

DIRECTION OF 
INSTALLATION

Transition
JP INDUSTRIAL /
JP BUSINESS
50,0 × 17,0 × 0,7 cm

Updated: June 2018 www.jaeger-plastik.de



Jäger-Plastik GmbH & Co. KG  
Kunststoffspritzgusswerk Engelskirchen

Im Auel 40, 51766 Engelskirchen, Deutschland 
Tel.: +49 (0)2263 31 46, Fax: +49 (0)2263 2 01 46 
info@jaeger-plastik.de, www.jaeger-plastik.de

Your partner in PVC floorings




